DESABBIATORI CICLONICI
Hydrocicle Sand Separator

mod. HSS
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IMPIANTO DESABBIATORE CICLONICO _—
HYDROCICLONE SAND SEPARATOR

Gli impianti di desabbiatura ciclonica sono completi di un filtro a schermo
a monte, di una pompa ed un ciclone dimensionati a seconda dell'esigenza.

Il liguido del ciclo di lavorazione (1) viene prefiltrato da un filtro (A)

per salvaguardare la pompa in aspirazione (B). |l liguido viene inviato dalla
pompa (B) attraverso il filtro idrociclone a flusso tangenziale (D), che elimina
fino al 85-95% di residui sabbiosi e solidi,

Il flusso del liguido, dall'idrociclone (D), confluisce al collettore in uscita (2)
filtrato & pulito, per essere inviato all'utilizzo. Al comando di una centralina
programmata (M), si attiva 'idrovalvola (G) per I'eliminazione dei residui solidi
dal filtro{D}. Liquido di autopulizia e residui, finisceno nei sacchi di raccolta (T)
della vasca (H) attraverso 'uscita(s) temporizzata. Una pompa (1) comandata
da un galleggiante assicura il regolare svuotamento del liquido di autopulizia
confluito nella vasca, drenato dal sacco di contenimento residui,




The liquid coming from waorking cycle (1) is pre-filtered by a
filter (A) in order to protect the suction pump (B)

The liguid is sent by the pump (B) through the Hydroecyclone
tangential flow Filter (D), which eliminates up to 85-85%

sandy or solid residuals. The liquid flow, from Hydrocyclone
Filter (D), merges into the outlet connection pipe (2) filtered

and clean and can be sent to usage. Following the command

of a set control unit (M) the hydrovalve is activated (G) in order
to the eliminate the solid residuals from filter (D).

The self-cleaning liguid and the residuals end up in the bath bag
collection (H) through outlet (s). Outlet G will have thus a
temporized discharge. Pump (1) is controlled by a floating device
ensuring the proper emptying of self-cleaning liquid flown in the
bath drained by the residuals collection bag.
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Impianti desabbiatori ciclonici

| gruppo FILTRI HSS sono progettali e costruili su esperienze
specifiche con una tecnologia collaudata basata sul sistema

di separazione liguido-solido idrociclonico, permettendo

lo stoccaggio della parte solida in appositi sacchi posti in vasche
metalliche da un metrocubo ad alto rendimento drenante.

1650 mm

990 mm

Modell disponibili;

HSS MOD.1 con portate 18/20 me/h
HSS MOD.2 con portate 30/35 me/h
HSS MOD.3 con portate 50/55 me/h

Il principio di filtrazione & il
collaudato sistema ciclonico

con separazione liquido [ solidi,
Ideale quindi per la filtrazione
dell’acqua da macro-particelle
solide ed il recupero delle stesse
in apposite vasche di stoccaggio
(sabbia, sfridi metallici o pietrosi
da lavorazione ed altre

macro-particelle).
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The HSS filter groups are designed and manufactured according
to specific experiences with lested technology bla bla bla bla bla
bla bla blasasasasasaasaaaaaa

bla bla bla bla ibal bla blal blalbabiblab

Available models:

HSS5 MOD.1 from 18 to 20 meh
HSS5 MOD.2 from 30 to 35 moh
HSS5 MOD.3 from 50 to 55 mc/h

The filtration principle is
based on the self-cleaning
filtering discs innovative
system (no mantenance
at all). bla bla bla bla bla b
bla bla



